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OmniSource® Duo 

For Most all Sony 3.6V & 7.2V Li-Ion Batteries, 
PLUS Many Popular JVC, Hitachi & Panasonic 
7.2V Li-Ion Batteries. 



PLEASE READ THE INFORMATION AND FOLLOW ALL 
INSTRUCTIONS THOROUGHLY BEFORE USING THIS PRODUCT. 

Introduction 

The OmniSource* Duo is a fully automatic dual battery charger which is 
compatible with virtually all Sony 3.6 volt and 7.2 volt Lithium-Ion batteries 
plus many JVC, Panasonic and Hitachi 7.2Vbatteries. This charger uses two 
separate advanced charging circuits, which provides a safe, full charge every 
time, for two batteries, simultaneously. "Charging" and "Full Charge" status 
of each battery is shown on the built-in LED indicators. 

Flexible power input allows you to use the OmniSource Duo from home with 
its AC Power Supply, or on the road using the DC Cigarette Lighter Adapter 
included. 

Features 

This charger uses a "multi-mount" design that allows many different batteries 
to fit the base unit, without the need for any extra adapters. The charger is 
directly compatible with the following batteries, used with various 
camcorders and digital cameras. 



Brand 
name 


Voltage 


Chemistry 


Model Number 


SONY 


3.6V 


Lithium Ion 


NP-F10/20/30, NP-FS1 1/21/31 


SONY 


7.2V 


Lithium Ion 


NP-F1 00/200/300 


SONY 


7.2V 


Lithium Ion 


NP-F330/550/750/950/960 


SONY 


7.2V 


Lithium Ion 


NP-FM50/70/90/91 , NP-QM71/91 


Hitachi 


7.2V 


Lithium Ion 


VM-BPL13/27 


JVC 


7.2V 


Lithium Ion 


BN-V607/615U 


JVC 


7.2V 


Lithium Ion 


BN-V812/814U 


Panasonic 


7.2V 


Lithium Ion 


VW-VBD1 


RCA 


7.2V 


Lithium Ion 


BB65L 



The OmniSource Duo also features a "Boost" button to allow for charging 
batteries that have been allowed to sit unused for too long. Many original 
chargers will refuse to charge these batteries or warn you that they are 
defective and must be replaced, when, in reality, they are perfectly fine and 
useable. Pressing the Boost button "wakes up" these batteries and makes 
them ready to take a charge, saving you from the expense and hassle of 
replacing an otherwise perfectly good battery. 

Charging Your Battery 

1 . Connect the charger unit to the AC power adapter or the DC power 
adapter, depending on where you are using the unit. The LED indicators 
over each battery location should glow green, showing the unit is 
receiving power. 

2. Using the diagram below, locate the charging locations for the type of 
battery you are charging. 
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Contact pins for: 

Sony NP-F330/550/750/950/960, 

NP-FM50/70/90/91, NP-QM71/91, 

Hitachi VM-BPL13/27, 

JVC BN-V812/814U, BN-V607/615U, 

Panasonic VW-VBD1, 

RCA BB65L 



BOOST BUTTON 



Contact pins for: 
SonyNP-F10/20/30, 
NP-FS1 1/21/31 



Contact pins for: 
Sony NP-F 100/200/300 



Insert the battery or batteries into either of the two charging locations 
available for each battery type. The indicator for each battery will 
change to red while the battery is being fast charged. If two batteries are 
connected, both will be charged at the same time. Different type 
batteries may be connected to the charger in the left and right charging 
location, at the same time. 



NOTE: If the battery does not begin charging after it has been connected to 
the charger unit, press and hold the BOOST button on the side of the unit, for 
two seconds, and release. If the battery is still not accepting a charge it may 
be faulty or worn out. 

NOTE: Do not attempt to insert more than one battery at a time into either 
the left or right side charging location 

4. When each battery reaches approximately 90% charge, the indicator for 
that battery will change from red to green, and the charger will switch to 
"trickle charge" mode. To make certain that batteries are fully charged, 
leave the battery on the charger for approximately 1 hour after the 
indicator has changed to green. A battery may be safely removed from 
the charger at any time without harm to the charger or the battery. Be 
sure to remove the batteries a reasonable time after charge is complete 
(do not leave batteries in charger for more than 24 hours). 



Battery Charge Times: 



Battery 
Voltage 


Battery Capacity 


Approx. Chg. Time 


3.6V 


1400 mAh 


190 minutes 


2600 mAh 


340 minutes 


4050 mAh 


550 minutes 


7.2V 


800 mAh 


75 minutes 


1500 mAh 


140 minutes 


2700 mAh 


250 minutes 



* Time will vary depending on battery capacity and state of discharge. 



Specifications: 



Power Input 


12-24 VDC@12W min. 


Charge 
Method 


Constant Voltage - Rapid Charge, Switching to 
"Trickle Charge" at approx. 90% charge. 



Cautions: (continued) 

• Batteries will self discharge when not in use whether they are installed 
in a camcorder, digital camera or not. Batteries can be kept fresh if you 
recharge them every two to three months. 

• Do not use if wires become frayed or damaged, or plug is broken. 

• Use only the AC power adapter or DC power adapter included in the 
package with the charger module. 

• Do not store, place or use any part of the OmniSource Duo System 
where it could come into contact with water or moisture. 

• Do not use under direct sunlight or in hot environments (over 100 °F / 
38 °C) as overheating may occur. 

• Do not short-circuit the metal contacts of the power adapters, the 
charger module or any battery. 

• No user serviceable parts inside. Do not attempt to repair, disassemble 
or modify any part of the OmniSource Power System. Doing so will 
void warranty and may cause damage or personal injury. 

Limited 1 Year Warranty 

This limited warranty starts from the date of original purchase and expires 
1-year thereafter. If, during this period, any part, because of manufacturing 
defects or workmanship fails to function properly under normal use will be 
repaired at no charge for parts and labor or, at our option, the product will be 
replaced. The following is excluded: damages from delay or loss of use of 
equipment, or damaged batteries, malfunctions resulting from misuse, 
tampering, unauthorized repairs, modifications, or accident. 

Package the unit and its accessories carefully using ample padding material to 
prevent damage in transit and ship it prepaid and insured to: 

LENMAR ENTERPRISES, 4035 Via Pescador, Camarillo, CA 93012-5050 
When sending in product for service, your package should include evidence 
of date and place of purchase. Enclose $10.00 for shipping and handling for 
addresses in the U.S. and $15.00 in Canada. For outside the U.S. and Canada, 
freight will vary depending upon ship to address. 



Cautions: 

• Disconnect charger from power when not in use. 

• Do not leave batteries in charger for more than 24 hours, or when not 
connected to power. 

• Avoid prolonged use in an automobile when the engine is not running 
as it may drain the battery in the vehicle. 



For additional questions, comments or to explore other 
Lenmar battery solutions, visit our web site at: 
www. Lenmar. com 



202-165 



